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echosounder,  are uni­modal and the same results  are derived for single beam data  
analysis when specific processing threshold criteria are applied. The expected linear  
relationship between the average TS and the logarithm of fish length is only found for  













living   resources.   Nowadays   aquaculture   provides   50%   of   worldwide   seafood   human 
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measured   from   ventral   aspect)   correlate   properly  with   fish   size,   and   that   a   split   beam 
echosounder could display fish tracks, even when the fishes were not totally insonicated. We 













Size class 1 2 3 4 5
Nº fishes 2­4 2­4 2­8 2 2­4
Mass (g) 158.8 178.7 194.4 235.7 268.7
Total legnth (cm) 20.3 21.1 21.7 23.1 24.2




dorsal   aspect   (Figure   1)   and   in   the   bottom   (upward­looking)   for   ventral  measurements. 





































The   analysis   of   the  data  was  performed   ignoring   the  angular   information,   that   could  be 
affected for the near range conditions and the relative size of fishes versus the beam aperture 
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the   size   of   the   animals   is   much   bigger   in   comparison   with   the   same   beam   of   the 
measurements at 200 kHz. This seems to confirm to a certain extent the hypothesis.
A clear point is the different behavior of the scattered field when observed from the dorsal 
and ventral aspects. The role of swimbladder and the possible effects on the measurements of 
the point size violation, phase errors and the near field of the fishes must be studied for a full 
comprehension of the problem. 
Conclusions
The results obtained both for gilthead sea bream and bluefin tuna have confirmed that only 
ventral measurements of TS could provide a tool for growing monitoring as was shown for 
salmon cages. A single beam system could offer a good performance for such tasks .
Dorsal TS mean of the Bluefin Tuna with average size of 182 cm is between ­24 and ­25 dB, 
while the TS maximum is around ­20.5 dB.  All standard deviations of TS are around 20%, 
what reveals that the variations of dorsal TS of tuna along the feeding period are negligible 
and no correlation is found with the possibly obtained fattening. 
Combined used of video sizing and synchronized echogram reveal as a promising tool for TS 
determination and its relationship with the fishes condition factor.
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